
 WAYNE DALTON GARAGE DOORS 

 

Some Wayne Dalton doors on Woodsview Homeowners townhomes have been showing rust along the 

bottom of the door. The following information was obtained from the Wayne Dalton Garage Door 

website. 

CAUSES: 

 Driveway does not allow for water to drain away from the garage floor.  Water settles under the 

edge of the door.  In the winter, salt accumulates in the bottom tract and causes rust. 

 Rubber strip on the bottom of door becomes worn resulting in the door sitting in the water.  

 Garage door closes hard and destroys the cushion of the rubber strip. 

 

RUST REMOVAL: 

 Lightly buff rust with 0000 steel wool to create smoother surface for painting. 

 Use high quality metal primer. 

 Follow drying time on primer can label before applying topcoat. Oil base paint is not 

recommended. 

 

MAINTENANCE: 

 Clean door with a mild detergent to remove most dirt. 

 Clean behind weather-strip on both sides and top of door. 

 Use hand to feel and dislodge any caked-on particles 

 Use soft, grit-free cloth, sponges or chamois to wipe the surface. 

 Dry with a clean damp chamois. 

 Do not use a pressure washer on the door. 

 Have door adjusted if it closes hard. 

 Replace rubber strip if worn. 

 

PLEASE CHECK THE WAYNE DALTON GARAGE DOOR WEBSITE, www.Wayne-Dalton.com, FOR 

FURTHER INFORMATION ON THE CARE AND MAINTENANCE OF YOUR DOOR.  YOU CAN ALSO 

CONTACT FELLUCA OVERHEAD DOOR FOR MORE INFORMATION. 

 Wayne Dalton - Thermoguard II is now model 9605  

Wayne Dalton - Foamcor II is now model 9100  

The garage door panel style is colonial / white 

 


